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FIG. 4 



Admin discovers lookup service 
and downloads lookup service 
proxy object. 



Admin uses interfaces from lookup 

service proxy object to access 
information on characteristics of each 
different service configuration policy. 
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Admin receives user selection of one service 
configuration policy including desired storage 
allocation change, (space to add or remove for a 
specified logical volume and host. 



Admin uses interfaces from lookup service 
proxy object to access and download selected 
service configuration policy proxy object from 
lookup service. 
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Admin uses interfaces from service configuration 
proxy object to communicate with service 
configuration policy to implement requested 

allocation of storage resources with respect to the 
specified logical volume and host. 
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Service configuration policy receives 
request from admin for new allocation 
of storage resources with respect to 
logical volume and host. 



FIG. 5 



Service configuration policy uses associated 
element configuration proxy objects to call one 

element configuration for each resource to 
reconfigure to carry out the requested allocation 
of storage resources for host and logical volume. 



Called storage device element configuration uses 
interfaces in lookup service proxy object to query 
the service attributes of the storage configuration 

API proxy objects to determine one or more 
storage configuration API proxy objects capable 
of configuring storage device(s) having enough 

available space to fulfill requested storage 
allocation with a storage type level that satisfies 

the element configuration policy parameters. 



Called switch element configuration uses interfaces 
in lookup service proxy object to query the service 
attributes of the switch configuration API proxy 
objects to determine one or more switch configuration 
API proxy objects capable of configuring switch(s) 
including paths between the determined storage 
devices and specified host in a manner that satisfies 
service configuration policy parameters. 
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Called HBA element configuration uses 
interfaces in lookup service proxy object to 
query service attributes for HBA configuration 
API proxy objects to determine one or more 
HBA configuration API proxy objects capable 
of configuring host adaptors that can connect 
to determined switches and paths therein. 



60 



Storage device element configuration 
uses determined storage configuration 
API proxy objects (and APIs therein) to 

configure the associated storage 
device(s) to allocate storage space for 
the requested allocation. 
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Switch element configuration uses 

uses determined switch 
configuration API proxy object (and 
APIs therein) to configure the 
associated switches to allocate 
paths for the requested allocation. 




HBA element configuration uses 
determined HBA configuration API proxy 

objects (and APIs therein) to assign 
associated HBA(s) to the determined path. 



Volume manager element configuration 
uses determined volume manager API 
proxy objects (and APIs thereon) to 
assign the allocated storage space to 
the logical volumes in the host specified 
in the admin request. 
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/Return configuration 
I complete to admin 
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514 



Receive call to 
configuration policy tool 
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Determine all available hosts from 
the topology database for the SAN. 
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Provide name of all hosts in drop 
down men for user selection. 


> 
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Display panel to receive selection of 
host and one predefined service 
configuration policy to use. 
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FIG. 9 



Receive user selection of 
Next button with host and 
configuration policy selected. 
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Query service attributes of selected service 
configuration policy proxy or topology 
database to determine those available 
storage devices that are connected to 
available HBAs in the selected host. 




Receive user selection 
of one host. 



Query the storage device configuration API proxy 
object service attributes to determine the storage 
space available at each storage device connected to 
the available HBAs in the selected host. 
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Query the service attributes of each service 
configuration policy proxy object to determine 
whether the user selected host is a member of 
the configuration policy. 




Determine the maximum storage 
space as the sum of the space in 
all of the available storage devices. 
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Display the drop down menu including the 
service configuration policies that are 
available for the selected host. 



Display allocate storage panel including 
slider extending from minimum to total 
available storage space. 
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Go to block 
550 in FIG. 10 
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FIG. 10 



550 




Receive user selection of Next button 
after slider moved to select amount of 
storage space to allocate. 





Determine one or more available storage 
devices that can provide user amount of 
storage space entered in the panel. 
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Query service attributes for configuration 
policy or topology database to determine one 
available HBA in the selected host connected 
to the determined storage device. 



Query service attributes for configuration policy or 
topology database to determine any switches or other 
components in path between determined available HBA 
and storage device that is also listed as available in the 
configuration policy proxy object service attributes. 



Call selected service configuration policy to apply 
configuration to determined available HBA, switch, 
storage device, and any other components. 
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Selection of Resources to Include in Configuration Policy 
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Select Element Configurations for Policy 



■1 lil|*«*--<«:f:;:l lii^ 



!5I|^oai^i|iiIj^t one 




■I 




am*. Mirrorin 9 ^.,...i|Sii3aa s = 



RAID 1 Configuration 


is-:' 


"/ 




JBOD Configuration 
RAID 5 Configuration 
OLAP 3 Configuration 















IIP 




FIG. 13 



P6202 
R.E. da Silva 
Sheet 13/13 



Receive call to configuration 
policy tool to create a service 
configuration policy. 
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Display panel to allow 
selection of resources to 
include in configuration policy. 
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Receive user selection of a 
set of resources and Next 
button in displayed panel. 
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Query service attributes of element configuration 
proxy objects in lookup service to determine 
name of element configurations for the user 
selected resources. 
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Display panel to allow selection of element 
configurations for selected resources, including drop 
down menus for each user selected resource that, 
where each drop down menu lists the names of the 
element configurations for the resource. 



Detect selection Finish button after user 
selects the element configurations for 
each selected resource and name of 
service configuration policy. 




Generate and register named service 
configuration proxy object with lookup 

service for created named service 
configuration policy specifying the user 

selected element configurations. 
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